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the requirements of paragraph (c) or (d) 
of this section. 

(2) Miners must not handle energized 
high-voltage cables with any parts of 
their bodies except by hand in accord-
ance with paragraph (1) above. 

(b) Availability. Each mine operator 
must make high-voltage insulating 
gloves or insulated cable handling tools 
available to miners handling energized 
high-voltage trailing cables. 

(c) High-voltage insulating gloves. 
High-voltage insulating gloves must 
meet the following requirements: 

(1) The rubber gloves must be de-
signed and maintained to have a volt-
age rating of at least Class 1 (7,500 
volts) and tested every 30 days in ac-
cordance with publication ASTM F496– 
02a, ‘‘Standard Specification for In- 
Service Care of Insulating Gloves and 
Sleeves’’ (2002). The Director of the 
Federal Register approved this incorpo-
ration by reference in accordance with 
5 U.S.C. 522(a) and 1 CFR part 51. ASTM 
F496–02a may be obtained from the 
American Society for Testing and Ma-
terials, 100 Barr Harbor Drive, West 
Conshohocken, Pennsylvania 19428– 
2959, call 610–832–9500 or go to http:// 
astm.org. ASTM F496–02a is available 
for inspection at any MSHA Coal Mine 
Safety and Health District office, at 
the MSHA Office of Standards, Regula-
tions, and Variances, 1100 Wilson Bou-
levard, Room 2350, Arlington, VA 22209– 
3939, 202–693–9440, or at the National Ar-
chives and Records Administration 
(NARA). For information on the avail-
ability of this material at NARA, call 
202–741–6030, or go to: http:// 
www.archives.gov/federallregister/ 
codeloflfederallregulations/ 
ibrllocations.html. 

(2) The rubber glove portion must be 
air-tested at the beginning of each 
shift to assure its effectiveness. 

(3) Both the leather protector and 
rubber insulating gloves must be vis-
ually examined before each use for 
signs of damage or defects. 

(4) Damaged rubber gloves must be 
removed from the underground area of 
the mine or destroyed. Leather protec-
tors must be maintained in good condi-
tion or replaced. 

(d) Insulated cable handling tools. In-
sulated cable handling tools must be: 

(1) Rated and properly maintained to 
withstand at least 7,500 volts; 

(2) Designed and manufactured for 
cable handling; 

(3) Visually examined before each use 
for signs of damage or defects; and 

(4) Removed from the underground 
area of the mine or destroyed if dam-
aged or defective. 

[75 FR 17549, Apr. 6, 2010] 

§ 75.834 Training. 
In addition to existing part 48 task 

training, hazard training, training for 
qualified persons under existing § 75.153, 
and annual refresher training, the fol-
lowing specialized training shall be 
provided and specified in the part 48 
plan: 

(a) Training for miners who perform 
maintenance on high-voltage contin-
uous mining machines in high-voltage 
safety, testing, and repair and mainte-
nance procedures. 

(b) Training for personnel who work 
in the vicinity of high-voltage contin-
uous mining machines in safety proce-
dures and precautions for moving the 
high-voltage machines or the trailing 
cables. 

[75 FR 17549, Apr. 6, 2010] 
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